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Fire Rating up to EI 180

CFS-CID Cast-in Collar 10/2024

Plastic Pipe

Page 1/2

Hilti (Gt. Britain) Limited | No 1, Circle Square | 3 Symphony Park | Manchester | M1 7FS

DATE:
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INFORMATION:
- Not to scale
- All units are in millimetres
- Tested according EN 1366-3
- Approval ETA-20/1233
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Concrete min. density 550 kg/m3Hilti CFS-CID

32 ≤ Ø ≤ 160  (see table below for further information)

1.6 - 14.6  (see table below for further information)

Plastic pipes (see table below for further information)

Collar Size Pipe Material Pipe
Diameter

Pipe Wall
Thickness

Classification with
Distance (S5) 0mm

Classification with
Distance (S5) 200mm

CFS-CID 50

PE pipes according to EN 1519-1, EN 12666-1, EN 12201-2 40 - 63 3

EI 120 - U/U

EI 180 - U/U

PE pipes according to EN ISO 15494 and DIN 8074/8075 50 - 63 1.8 - 8.6

PE-S2 pipes, designation “Geberit Silent dB20” 56 3.2

PVC pipes acc. to EN 1452-2, EN 1329-1, EN 1453-1 63 1.6 - 7

PVC pipes acc. to EN 1452-2, EN 1329-1, EN 1453-1 50 - 63 1.6 - 7

PP pipes according to EN 1451-1 40 - 58 1.8 - 4

PE-Xa pipes designation “Rehau Rautitan Flex” 32 - 63 4.4 - 8.6
N / A

PE-X pipes designation “Geberit Mepla”, 40 3.5

PP-R pipes designation “Aquatherm” 32 - 63 2.9 - 5.8 EI 120 - U/C N/A

CFS-CID 75

PE pipes according to EN 1519-1, EN 12666-1, EN 12201-2 75 3

EI 120 - U/U
EI 180 - U/U

PE pipes according to EN ISO 15494 and DIN 8074/8075 75 1.9 - 6.8

PE-S2 pipes, designation “Geberit Silent dB20” 56 - 75 3.2 - 3.6

PVC pipes acc. to EN 1452-2, EN 1329-1, EN 1453-1 75 8.4 N / A

PVC pipes acc. to EN 1452-2, EN 1329-1, EN 1453-1 75 2.2 - 8.4
EI 120 - U/U

N / A

PP pipes according to EN 1451-1 50 - 75 1.8 - 3.8 EI 180 - U/U

PP-R pipes designation “Aquatherm” 75 6.8 - 10.7 EI 120 - U/C N / A

CFS-CID 110

PE pipes according to EN 1519-1, EN 12666-1, EN 12201-2 90 - 110 3.5 - 4.2

EI 120 - U/U EI 180 - U/U

PE pipes according to EN ISO 15494 and DIN 8074/8075 90 - 110 2.2 - 10

PE-S2 pipes, designation “Geberit Silent dB20” 90 - 110 5.5 - 6

PVC pipes acc. to EN 1452-2, EN 1329-1, EN 1453-1 90 - 110 1.8 - 8.1

PP pipes according to EN 1451-1 90 - 110 2.2 - 5.3

PP-R pipes designation “Aquatherm” 90 8.2 EI 120 - U/C N / A

CFS-CID 160

PE pipes according to EN 1519-1, EN 12666-1, EN 12201-2 125 - 160 4.8 - 6.2

EI 120 - U/U EI 180 - U/UPE pipes according to EN ISO 15494 and DIN 8074/8075 125 - 160 3.1 - 9.1

PE-S2 pipes, designation “Geberit Silent dB20” 135 - 160 6.0 - 7.0

PVC pipes acc. to EN 1452-2, EN 1329-1, EN 1453-1
125 1.8 N / A EI 180 - U/U

125 - 160 1.8 - 7.7
EI 120 - U/U

N / A

PP pipes according to EN 1451-1 125 - 160 3.1 - 7.5 EI 180 - U/U

PP-R pipes designation “Aquatherm” 160 14.6 EI 120 - U/C N / A

https://www.hilti.co.uk/medias/sys_master/documents/h32/h6c/9659928936478/ETA-20-1233-for-CFS-CID-firestop-cast-in-device-for-penetrations-Approval-document-ASSET-DOC-6559923.pdf
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